CRACK IN STONE UNIT GREATER
THAN 0.012 IN. — ROUT AND SEAL

REMOVE MORTAR FROM CRACKED
JOINT PER AB.05-1.

AS SHOWN
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EXISTING STONE UNIT
EXISTING MORTAR JOINT

SEALED CRACK IN STONE

NEW CONTINUOUS SEALANT JOINT
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EXISTING MORTAR JOINT

CRACK REPAIR

WHEN GRINDING JOINTS IN TERRA COTTA,
TAKE CARE NOT TO CUT ANY SUBSURFACE

STEEL. SEE PHOTOGRAPH 15 ON A8.09‘7

GRIND OUT A NARROW
LINE ALONG THE CENTER
OF JOINT — ADJACENT
STONE SHALL NOT BE
DAMAGED DURING
GRINDING OF JOINTS. —

W=3/8 TP

3/4, 2 x W, OR
UNTIL SOUND
MORTAR, WHICHEVER

IS GREATER

APPLY PRE-HYDRATED
POINTING MORTAR IN 1/4"

STEP 1

DEEP LAYERS AFTER
PREVIOUS LAYER HAS
BEEN TOOLED. TOOL
MORTAR AFTER IT
BECOMES "THUMBPRINT”
HARD.

SECOND LAYER ANDJ

TOOL

REMOVE MORTAR FOR
WIDTH OF JOINT BY

CUTTING, USING
HAND—HELD OR LIGHT
PNEUMATIC TOOLS ONLY -
MORTAR SHALL BE
REMOVED WITHOUT
REMOVING STONE OR
WIDENING EXISTING JOINTS

W=3/8 T

3/4, 2 x W, OR
UNTIL SOUND
MORTAR, WHICHEVER

IS GREATER

DO NOT ALLOW MORTAR
TO COME INTO CONTACT

WITH OR RESIDUE TO
REMAIN ON ANY EXPOSED
STONE SURFACES

INSTALL THIRD LAYER
AND TOOL TO A

MOISTEN JOINTS AND
ALLOW JOINTS TO \

SURFACE DRY BEFORE
APPLYING MORTAR.
INSTALL FIRST LAYER OF
PRE-HYDRATED MORTAR.
TOOL MORTAR AFTER IT
BECOMES "THUMBPRINT’
HARD.

STEP 3

SOUND STONE

SAW CUT SQUARE —\

EXISTING SPALL

T

WIDTH LESS THAN 9" |
TOTAL AREA LESS THAN
64 SQ. IN. SEE A8.05-7
FOR DUTCHMAN GREATER
THAN 64 SQ. IN: -

UNSANDED GROUT — —— - ” '

COLOR TO MATCH
STONE

STONE DUTCHMAN

8 MM S.S. HELICAL
ANCHOR — INSTALL
INTO 9/32"¢ DRILLED
"HOLE. ONE (1)

ANCHOR PER 40 SQ.
. IN. SURFACE AREA, TYP. ”

2 SMALL STANDARD DUTCHMAN REPAIR

A

SOUND STONE

SAW CUT SQUARE —\

EXISTING SPALL

4

MEDIUM. DUTCHMAN: BETWEEN 64 SQ. iN.
AND 128 SQ. IN. :
LARGE DUTCHMAN: 128 SQ. IN. OR GREATER.-

UNSANDED GROUT — - ”

COLOR TO MATCH
STONE

STONE DUTCHMAN

8 MM S.S. HELICAL

REMOVE MORTAR \ﬁ

EXISTING SPALL/
SAW CUT SQUARE /

—

SOUND EXISTING STONE —

A-A SECTION THRU SPALL

\

NEW SMALL STANDARD
DUTCHMAN SET FULL IN
GROUT BED

FILL EXPOSED HOLES W/
UNSANDED GROUT

o
o

COUNTERSINK
FASTENER

a

—

\

B-B SECTION THRU DUTCHMAN

———

N—

REMOVE MORTAR

A

EXISTING SPALL /

SAW CUT SQUARE —— |

SOUND EXISTING STONE —

A

\

A-A SECTION THRU SPALL

NEW MEDIUM OR LARGE
DUTCHMAN SET FULL IN _\
GROUT BED

FILL EXPOSED HOLES W/
UNSANDED GROUT

]
b

e}
L
COUNTERSINK

A

L— REMOVE EXISTING

MORTAR TO DEPTH
OF SPALL AND
POINT JOINT PER
AB.04-4.

8" MM S.S. HELICAL
ANCHOR — INSTALL
INTO 9/32°¢
DRILLED HOLE.

ONE (1) ANCHOR
PER 40 SQ. IN.
SURFACE AREA.

SAW CUT SQUARE

L— REMOVE EXISTING

MORTAR TO DEPTH
OF SPALL AND
POINT JOINT PER
AB.04-4.

——MIN. OF (2) 8 MM

S.S. HELICAL
ANCHORS — INSTALL
INTO 9/32"¢ DRILLED
HOLES. ONE (1)

ANCHOR PER 40 SQ.

'N | CONCAJE PROFILE B, o FASTENER —— = I\ SURFACE AREA,
INTO 9/32°¢ DRILLED ‘
- HOLE. ONE (1 . .
! ANCHOR PE’R(4)0 sQ. n J [~ SAW CUT SQUARE
IN. SURFACE AREA, TYP.
STEP 4 STEP 5 ” ” ¢2" MIN.
‘3 MORTAR REPOINTING DETAILS (FOR SANDSTONE) 4 MEDIUMLARGE STANDARD DUTCHMAN REPAIR A A
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